Datorskarm

Sharp / NEC MultiSync E242N

+ Skyddar 6gonen och ger mer vila - Inbyggd Low Blue Light-teknik * Ergonomisk - fullt justerbar hojd (110 mm). Genom att skarmen
filtrerar bort skadligt blatt ljus, och Flicker-Free-teknik eliminerar dessutom dr vridbar, tiltbar och héj- och sdnkbar sdkerstalls en
bakgrundsflimmer. individuellt anpassad och ergonomisk arbetsmiljo.

* Forstklassig bildkvalitet - IPS-panelen (AH-IPS; Advanced High- * Framtidssaker design - bast i form och funktion med tresidig
Performance) ger en hégklassig bild ur alla betraktningsvinklar och ultratunn ram.

utmarkt fargatergivning.
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Specifications

DISPLAY

Panelteknik
Skarmstorlek [tum/cm]
Pixeltathet [mm]
Ljusstyrka (typ.) [cd/m?]
Kontrastforhallande (typ.)
Betraktningsvinkel [°]

Svarstid (typ.) [ms]
Farger [Mio.]
Skdrmens bildférhallande

UPPLOSNING
Optimal upplésning

EL

Stromforbrukning Mode [W]
Energisparlage [W]
Stromforsorjning

ERGONOMI
Skarmlutning [°]
Hojdjusterbart stativ [mm)]
Skdarmsvangning [°]
Skarmrotera [°]

MATT OCH VIKT

Rambredd [mm]
Matt (B x H x D) [mm]

Vikt (kg]
VESA-montering [mm]

IPS TFT with W-LED backlight

24 /60

0.275

250

1000:1

178 horizontal / 178 vertical (typ. at
contrast ratio 10:1)

6

16.77

16:9

1920 x 1080 at 60 Hz

16 (Eco Mode 1); 18 (typ.); 28 (max.)
0.29
integrated power supply

-5to 25

110

45to -45

-90 to 90 (landscape to portrait
mode)

1 (left and right); 1 (top)
538.6x373.9-483.9x213.9
(Landscape mode)

5.5

100x 100

SYNKRONISERINGSHASTIGHET

Horisontell frekvens [kHz]
Vertikal frekvens [Hz]

ANSLUTNINGSMOJLIGHETER
Digital

Analog

MILJOFORHALLANDEN

Driftstemperatur [°C]
Driftfuktighet [%]

YTTERLIGARE EGENSKAPER

Speciella egenskaper
Fargversioner

Kabelhantering
Kensington sdkerhetsfack
Plug and Play

Audio

Justera funktioner

Fraktinnehall

Sakerhet och ergonomi

KLIMATSMARTA FUNKTIONER
Energieffektivitet

Ekologiska standarder

31.5-81.1
56-76

1 x DisplayPort; 1 x HDMI; USB ver.
3.1(3down/1up)
1xVGA

+5t0+35
20to 80

DisplayPort; EcoModes

Black Front Bezel, Black Back
Cabinet; White Front Bezel, White
Back Cabinet

VESA DDC2Bi

1W + 1W (De-activateable);
Headphone Jack

Auto Adjust; Brightness; Carbon
Footprint Meter / Carbon Savings
Meter; DV Mode; EcoMode;
Language Select

DisplayPort Cable; Power Cable;
Setup Guide; USB Cable; VGA-VGA
Cable

CE; EnergyStar 8.0; Flicker-free;
Low Blue Light; RoHS; TCO 8.0; TUV
Ergonomics; TUV GS; WEEE

Carbon Footprint Meter / Carbon
Savings Meter; ECOMode; Energy
consumption: 10 kWh /1000 h;
Energy efficiency class: C

Energy Star 8.0; RoHS compliant;
TCO 8.0; WEEE
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